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Nuclear Regulatory Commission § 71.31 

TABLE 71–2—MASS LIMITS FOR GENERAL LI-
CENSE PACKAGES CONTAINING URANIUM-235 
OF KNOWN ENRICHMENT PER § 71.22(e) 

Uranium enrichment in weight percent of 235 U 
not exceeding 

Fissile ma-
terial mass 
of 235 U (X) 

(grams) 

24 ....................................................................... 60 
20 ....................................................................... 63 
15 ....................................................................... 67 
11 ....................................................................... 72 
10 ....................................................................... 76 
9.5 ...................................................................... 78 
9 ......................................................................... 81 
8.5 ...................................................................... 82 
8 ......................................................................... 85 
7.5 ...................................................................... 88 
7 ......................................................................... 90 
6.5 ...................................................................... 93 
6 ......................................................................... 97 
5.5 ...................................................................... 102 
5 ......................................................................... 108 
4.5 ...................................................................... 114 
4 ......................................................................... 120 
3.5 ...................................................................... 132 
3 ......................................................................... 150 
2.5 ...................................................................... 180 
2 ......................................................................... 246 
1.5 ...................................................................... 408 
1.35 .................................................................... 480 
1 ......................................................................... 1,020 
0.92 .................................................................... 1,800 

[69 FR 3786, Jan. 26, 2004; 69 FR 58038, Sept. 
29, 2004] 

§ 71.23 General license: Plutonium-be-
ryllium special form material. 

(a) A general license is issued to any 
licensee of the Commission to trans-
port fissile material in the form of plu-
tonium-beryllium (Pu-Be) special form 
sealed sources, or to deliver Pu-Be 
sealed sources to a carrier for trans-
port, if the material is shipped in ac-

cordance with this section. This mate-
rial need not be contained in a package 
which meets the standards of subparts 
E and F of this part; however, the ma-
terial must be contained in a Type A 
package. The Type A package must 
also meet the DOT requirements of 49 
CFR 173.417(a). 

(b) The general license applies only 
to a licensee who has a quality assur-
ance program approved by the Commis-
sion as satisfying the provisions of sub-
part H of this part. 

(c) The general license applies only 
when a package’s contents: 

(1) Contain no more than a Type A 
quantity of radioactive material; and 

(2) Contain less than 1000 g of pluto-
nium, provided that: plutonium-239, 
plutonium-241, or any combination of 
these radionuclides, constitutes less 
than 240 g of the total quantity of plu-
tonium in the package. 

(d) The general license applies only 
to packages labeled with a CSI which: 

(1) Has been determined in accord-
ance with paragraph (e) of this section; 

(2) Has a value less than or equal to 
100; and 

(3) For a shipment of multiple pack-
ages containing Pu-Be sealed sources, 
the sum of the CSIs must be less than 
or equal to 50 (for shipment on a non-
exclusive use conveyance) and less 
than or equal to 100 (for shipment on 
an exclusive use conveyance). 

(e)(1) The value for the CSI must be 
greater than or equal to the number 
calculated by the following equation: 

CSI =
grams of Pu  grams of Pu

; and
239 241
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(2) The calculated CSI must be round-
ed up to the first decimal place. 

[69 FR 3786, Jan. 26, 2004; 69 FR 58038, Sept. 
29, 2004] 

§§ 71.24–71.25 [Reserved] 

Subpart D—Application for 
Package Approval 

§ 71.31 Contents of application. 

(a) An application for an approval 
under this part must include, for each 
proposed packaging design, the fol-
lowing information: 
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